
 

 

 
 

 

 

 

 

 

 

 

 

	

TECHNICAL DATA 	
Appearance: 	

pH Value: 	

Flash Point: 	

 
 

PRODUCT DATA
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Description and use

AGS Graffi Ghost can be used following the initial 
graffiti removal with other AGS products, in cas-
es where “ghosting” or shadowing remains on the 
surface. 

Advantages

• Fast acting and effective on most masonry 
  surfaces
• Biodegradable

Preparation

Protect surrounding surfaces and beware of wind 
drift.

        

          Effective Ghost Remover
       

		  Clear yellow liquid
		  >13

		   >93 oc

		

Equipment

Apply with an alkaline resistant brush or low 
compression sprayer.

Pretesting

Always test each type of surface to ensure 
suitability and desired results. Apply test area 
according to the following application procedures.

Application Instructions

1. Spray or brush apply Graffi Ghost generously 	
    to the affected area immediately after pressure 	
    washing so that the substrate is still damp.
2. Allow a minimum dwell time of 3 to 5 minutes.
3. Rinse off with a hot water pressure washer.
4. If ghosting remains, repeat the process.
5. Neutralise the surface with Graffi Ghost Rinse, 	
    and rinse well. (Please refer to data sheet)

Coverage Rates

Coverage rates will vary according to the character 
of the surface.

AGS Graffi Ghost 
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For more information and photos please visit: 
www.tensid.com

Share your project photos and news on the Tensid UK social media  
professional community pages: 
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without gurantee. Users are responsible for safe working 
practices. Always refer to Material Safety Data Sheets 
(MSDS) for full information before using this product.

Packing

Safety Information

use.

Technical Data

Shelf Life

tightly sealed, unopened container and in a frost free 
environment.


