
 

 

 
 

 

 

 

 

 

 

 

 

 

TECHNICAL DATA  
Appearance:  

pH Value:  

Boiling Point:  

 
 

PRODUCT DATA

T: +44(0) 1932 564133    |    E: info@tensid.com    |   Web: www.tensid.com

Description and use

-

point pen from most painted, plastic and hard surfac-
es.

-
ance.

Advantages

Limitations

Pretesting

Test product in an inconspicuous area if compatibility 
with the surface is doubtful.

Application Instructions

1. Remove wipe from canister and reseal lid.

3. Turn wipe regularly.

Coverage

Packing

150 wipes per tub. 

Safety Information

use.

Shelf Life

sealed, unopened container, and in a frost free envi-
ronment.

Woven impregnated cloth

n/a
0c



Tensid UK Ltd., Unit 1 Craven Court, Canada Road, Byfleet. KT14 7JL
T: +44(0) 1932 564133    |    E: info@tensid.com    |   Web: www.tensid.com

For more information and photos please visit: 
www.tensid.com

Share your project photos and news on the Tensid UK social media  
professional community pages: 

REVISION:  01 July 2015, No.2

This Product Data is compiled to be of assistance but is 
without gurantee. Users are responsible for safe working 
practices. Always refer to Material Safety Data Sheets 
(MSDS) for full information before using this product.
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