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TD/SD302
Specifications

Pressure:� 30-300 bar*
Water flow::� 18 l/min*
Pump:� Hawk Industrialpump
Max. temperature:� 99°C* / 150°C**
Engine model:� Kubota D722
Engine type:� Diesel 3 cyl.
Engine power:� 14 kw 
Fuel tank:� 77 litres
Water tank:� 346 litres
Trailer dimensions LxWxH:� 277x160x160 cm
Van mount dimensions LxWxH:� 134x155x127 cm
Weight:� 560 kg / 460 kg
Hot water driven:� Yes
Heat exchanger:� No
* Step less regulation of pressure and water flow
** Higher temperature can be reached by reduced flow

Safety system with error indication

Open engine lid compartment�
Low water level�
Wash water temperature�
Oil pressure�
Engine temperature�
Engine overheat protection�
Flame surveillance�

Standard Equipment

Spray gun and lance�
30 m water supply hose on reel�
30 m high pressure hose on reel�

Extra equipment – factory mounted

BKX unloader�
Hazard lights�
Descale system�
Anti freeze system�
Chemical injection system�
Automatic throttle control – ATC system�
Remote control�
Electric hose reels�

Accessories

Floor tools�
Turbo lances and nozzles�
Water sandblasting kit�
Extension hose and reels�
Spray guns and lances�
Tank cleaning head�
Drain cleaning and other nozzles�
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Advantages

– Small and compact but efficient 
– Targa glass fibre lid for ease of service
– Can also be pulled by a small van
– Large accessory program
– Large amount of know-how and experience as back-up
– Extensive service

Accessories

Floor tools:

Wall tools:

Turbo nozzles:

Spray guns and lances:

Chewing gum cleaners:

Chute cleaners:

Pipe cleaning nozzles:

Wet sandblasting kit:
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