TD/SD302REC

SPECIFICATIONS

Pressure: 300 bar*
Water volume: 20 l/min
Pump: Hawk Industrialpump
Max. temperature: 150°C**
Engine manufacture: Kubota V1305
Engine type: Diesel 4 cyl.
Engine power: 28 kw / 38 hp
Fuel tank: 120 litres
Water tank: 360 litres
Water tank recycling: 360 litres
Vacuum pump: Busch Panther 7,5m*min
Trailer dimensions LxWxH: 400x176x192 cm
Minimum weight: 1465 kg/1260 kg
Maximum weight: 2000 kg
Hot water driven: Yes
Heat exchanger: No

* Step less regulation of pressure and water volume
** Higher temp. can be reached by reduced flow

SAFETY SYSTEM WITH ERROR INDICATION

Open engine lid compartment

Low water level

Wash water temperature

QOil pressure

Engine temperature

Overheat safety

Flame surveillance

Low water/high temperature in REC tank

Water level in cyclone
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STANDARD EQUIPMENT

Spray gun and lance

50 m water supply hose on reel

50 m high pressure hose on reel

2 x 5 m vacuum hose

Trough collection system

Flat surface cleaner

Two stages filtration system

EXTRA EQUIPMENT - FACTORY MOUNTED

BKX unloader
Hazard lights

Descale system

Anti freeze system

Chemical injection system
ATC system
Remote control

Electric hose reel

ACCESSORIES

Floor tools
Wall tools

Turbo-nozzles

Spray guns and lances

Chewing gum removal tool

Shute cleaner

Pipe cleaning nozzles

Wet sandblasting
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TD/SD302RE

ADVANTAGES

- Recycles 95 % of water consumption

— Effective removal of e.g. chewing gum and graffiti

— Upholds the strict rules concerning wastewater management

— Large accessory program

— Large amount of knowhow and experience as back-up

- Extensive service

ACCESSORIES

Floor tools:

Wall tools:

Turbo nozzles:

Spray guns and lances:

Chewing gum cleaners:

Chute cleaners:

Pipe cleaning nozzles:

Wet sandblasting:
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