
 

 

 
 

 

 

 

 

 

 

 

 

 

TECHNICAL DATA  
Appearance:  

pH Value:  

Boiling Point:  

 
 

PRODUCT DATA
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Stone & Renderwash
DESCRIPTION AND USE

Stone & Renderwash is a high performance, ready
to use cleaning product which is still gentle to the
substrate. Stone & Renderwash effectively removes
greasy stains, moisture related spots and stains,
general soiling, algae and leaf stains etc.
Stone & Renderwash is recommended for exterior
use to clean stone and render, terracotta, monuments
pavings, decking, fences, tennis courts .........

ADVANTAGES

• Fast acting
• Easy to use
• Safe to use on most materials

LIMITATIONS

• Increase dwell time in cold weather < 10°C
• Avoid applying in temperatures > 30°C & < 5°C

PREPARATION

Protect surrounding surfaces

EQUIPMENT

Apply with Birchmeier low compression sprayer or 
similar

PRE-TESTING

Always test each type of surface to ensure suitability 
and desired results.
Apply test area according to the application 
instructions.
Allow the test area to dry thoroughly prior to 
inspection and approval.

 

Effective but gentle cleaner for many substrates

DILUTIONS

Stone & Renderwash is to be used neat.

APPLICATION INSTRUCTIONS

1. Stone & Renderwash is ready to use
    Do not dilute or mix with other products
2. First brush off any build up of moss, leaves etc.
3. Spray apply the product generously to the 
    substrate.
4. Allow 5 - 30 mins dwell time.
5. Rinse the surface with garden hose or pressure     
    washer. On heavily soiled areas hot/superheated   
    water may improve results
6. Repeat the above proceedure if some staining   
    remains

CLEANING OF EQUIPMENT AND 
TOOLS.

Clean thoroughly with clean water
.

Light green liquid
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For more information and photos please visit: 
www.tensid.com

Share your project photos and news on the Tensid UK social media  
professional community pages: 

REVISION:  01 July 2015, No.2

This Product Data is compiled to be of assistance but is 
without gurantee. Users are responsible for safe working 
practices. Always refer to Material Safety Data Sheets 
(MSDS) for full information before using this product.

PACKING

5 litre containers

STORAGE

Store in ambient temperature between 5°C and 
30°C. Do not expose product to frost.

Stone & Renderwash

SHELF LIFE

12 months when stored as recommended in 
unopened container and in temperatures between 
5°C & 30°C


